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CERTIFICATE

ATTESTATION CERTIFICATE
OF ELECTROMAGNETIC
COMPATIBILITY AND LOW VOLTAGE DIRECTIVES

Technical file of the company mentioned below has been observed and audit has been

completed successfully.
2014/30/EU Electromagnetic Compatibility Directive and

2014/35/EU Low Voltage Directives have been taken as references for these processes
Company Name : BLUESUN Solar Co., Ltd

Company Address : Building No.7, 1499 Zhenxing Road, Shushan Dist, Hefei,
People's Republic Of China

Related Directives and Annex : 2014/35/EU Low Voltage Directive

2014/30/EU Electromagnetic Compatibility Directive

Related Standards : EN 61215-1:2021, EN 61730-1:2018, EN 61730-2:2018
EN 61000-6-1:2019, EN 61000-6-3:2021
EN 61000-3-2:2019+A1:2021, EN 61000-3-3:2013+A2:2021

Product Name . Solar Panel
Report No and Date : XMT0202200043S/LVD, XMT0202200044S/EMC

Product Brand/Model/Type : See Annex Page

Certificate Number : M.2022.206.C71294
Initial Assessment Date : 23.02.2022

Registration Date 1 24.02.2022
Reissue Date/No D Auditing Training
Expiry Date 1 23.02.2027 and Trade Inc. Co. -

The validity of the certificate can be checked through www.udem.com.tr. The CE mark shown on the right
can only be used under the responsibility of the manufacturer with the completion of EC Declaration of
Conformity for all the relevant Directives. This certificate remains the property of UDEM International Certification
Auditing Training Centre Industry and Trade Inc. Co. to whom it must be returned upon request. The above
named firm must keep a copy of this certificate for 15 years from the registration of certificate. This certificate
only covers the product(s) stated above and UDEM must be noticed in case of any changes on the product(s)

Address: Mutlukent Mahallesi 2073 Sokak (Eski 93 Sokak) No:10 Cankaya — Ankara — TURKEY
Phone: +90 0312 443 03 90 Fax: +90 0312 443 03 76
E-mail: info@udemltd.com.tr www.udem.com.tr
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CERTIFICATE

ANNEX of certificate No: M.2022.206.C71294

Product Brand/Model/Type : BSM425G12-54HPH, BSM395M10-54HPH, BSM400M10-54HPH, BSM405M10-54HPH,
BSM410M10-54HPH, BSM415M10-54HPH, BSM420M10-54HPH, BSM425M10-54HPH,
BSM430M10-54HPH, BSM395M10-54HBD, BSM400M10-54HBD, BSM405M10-54HBD,
BSM410M10-54HBD, BSM415M10-54HBD, BSM420M10-54HBD, BSM425M10-54HBD,
BSM430M10-54HBD, BSM485M10-66HPH, BSM490M10-66HPH, BSM495M10-66HPH,
BSM500M10-66HPH, BSM505M10-66HPH, BSM510M10-66HPH, BSM515M10-66HPH,
BSM520M10-66HPH, BSM525M10-66HPH, BSM485M10-66HBD, BSM490M10-66HBD,
BSM495M10-66HBD, BSM500M10-66HBD, BSM505M10-66HBD, BSM510M10-66HBD,
BSM515M10-66HBD, BSM520M10-66HBD, BSM525M10-66HBD, BSM575M10-72HPH,
BSM580M10-72HPH, BSM585M10-72HPH, BSM590M10-72HPH, BSM595M10-72HPH,
BSM600M10-72HPH, BSM605M10-72HPH, BSM610M10-72HPH, BSM615M10-72HPH,
BSM620M10-72HPH, BSM625M10-72HPH, BSM575M10-72HBD, BSM580M10-72HBD,
BSM585M10-72HBD, BSM590M10-72HBD, BSM595M10-72HBD, BSM600M10-72HBD,
BSM605M10-72HBD, BSM610M10-72HBD, BSM615M10-72HBD, BSM620M10-72HBD,
BSM625M10-72HBD, BSM395G12-54HPH, BSM400G 12-54HPH, BSM405G12-54HPH,
BSM410G12-54HPH, BSM415G12-54HPH, BSM420G12-54HPH, BSM430G12-54HPH,
BSM435G12-54HPH, BSM440G12-54HPH, BSM445G12-54HPH, BSM440G12-60HPH,
BSM445G12-60HPH, BSM450G12-60HPH, BSM455G12-60HPH, BSM460G12-60HPH,
BSM465G12-60HPH, BSM470G12-60HPH, BSM475G12-60HPH, BSM480G 12-60HPH,
BSM575G12-60HPH, BSM580G12-60HPH, BSM585G12-60HPH, BSM590G 12-60HPH,
BSM595G12-60HPH, BSM600G12-60HPH, BSM605G12-60HPH, BSM610G12-60HPH,
BSM615G12-60HPH, BSM620G12-60HPH, BSM625G12-60HPH, BSM630G 12-60HPH,
BSM575G12-60HBD, BSM580G12-60HBD, BSM585G 12-60HBD, BSM590G 12-60HBD,
BSM595G12-60HBD, BSM600G 12-60HBD, BSM605G 12-60HBD, BSM610G12-60HBD,
BSM615G12-60HBD, BSM620G12-60HBD, BSM625G12-60HBD, BSM630G12-60HBD,
BSM385G12-60HPH, BSM390G12-60HPH, BSM395G12-60HPH, BSM410G12-60HPH,
BSM415G12-60HPH, BSM420G12-60HPH, BSM425G12-60HPH, BSM385G12-60HBD,
BSM390G12-60HBD, BSM395G12-60HBD, BSM410G12-60HBD, BSM415G12-60HBD,
BSM420G12-60HBD, BSM425G12-60HBD, BSM485G12-75HPH, BSM490G12-75HPH,
BSM495G12-75HPH, BSM500G12-75HPH, BSM505G12-75HPH, BSM510G12-75HPH,
BSM515G12-75HPH, BSM520G12-75HPH, BSM525G12-75HPH, BSM485G12-75HBD,
BSM490G12-75HBD, BSM495G12-75HBD, BSM500G 12-75HBD, BSM505G12-75HBD,
BSM510G12-75HBD, BSM515G12-75HBD, BSM520G12-75HBD, BSM525G12-75HBD,
BSM530G12-55HPH, BSM535G12-55HPH, BSM540G12-55HPH, BSM545G12-55HPH,
BSM550G12-55HPH, BSM555G12-55HPH, BSM560G12-55HPH, BSM565G 12-55HPH,
BSM570G12-55HPH, BSM575G12-55HPH, BSM530G12-55HBD, BSM535G12-55HBD,
BSM540G12-55HBD, BSM545G12-55HBD, BSM550G 12-55HBD, BSM555G 12-55HBD,
BSM560G12-55HBD, BSM565G12-55HBD, BSM570G12-55HBD, BSM575G12-55HBD,
BSM650PMB6-69SDC, BSM655PMB6-69SDC, BSM660PMB6-69SDC,
BSM665PMB6-69SDC, BSM670PMB6-69SDC, BSM675PMB6-69SDC,
BSM680PMB6-69SDC, BSM685PMB6-69SDC, BSM690PMB6-69SDC, BSM530PM6-585C,
BSM535PM6-585C, BSM540PM6-585C, BSM545PM6-585C, BSM550PM6-58SC,
BSM555PM6-585C, BSM560PM6-585C, BSM565PM6-585C, BSM570PM6-58SC,
BSM575PM6-585C, BSM580PM6-58SC, BSM585PM6-585C, BSM590PM6-585C

UDEM International
Auditing Training

and Trade Inc. Co.
The validity of the certificate can be checked through www.udemltd.com.tr. The CE mark shown on the right
can only be used under the responsibility of the manufacturer with the completion of EC Declaration of
Conformity for all the relevant Directives. This certificate remains the property of UDEM International Certification
Auditing Training Centre Industry and Trade Co. Ltd. to whom it must be returned upon request. The above
named firm must keep a copy of this certificate for 15 years from the registration of certificate. This certificate
only covers the product(s) stated above and UDEM must be noticed in case of any changes on the product(s)

Address: Mutlukent Mahallesi 2073 Sokak (Eski 93 Sokak) No:10 Cankaya — Ankara — TURKEY

Phone: +90 0312 443 03 90 Fax: +90 0312 443 03 76
E-mail: info@Qudemltd.com.tr www.udem.com.tr




